1. To get the specified scale, select 100% in print settings.
2. Drill location tolerance: ±0.1 [±5].
3. Board edge tolerance: ±0.3 [±10].
1. To get the specified scale, select 100% in print settings.
2. Drill location tolerance: ±0.1 [±5].
3. Board edge tolerance: ±0.3 [±10].
1. To get the specified scale, select 100% in print settings.
2. Drill location tolerance: ±0.1 [±5].
3. Board edge tolerance: ±0.3 [±10].
To get the specified scale, select 100% in print settings.
1. Drill location tolerance: ±0.1 [±5].
2. Board edge tolerance: ±0.3 [±10].
1. To get the specified scale, select 100% in print settings.
2. Drill location tolerance: ±0.1 [±5].
3. Board edge tolerance: ±0.3 [±10].
Intended for #4 and M3 screws.

1. To get the specified scale, select 100% in print settings.
2. Drill location tolerance: ±0.1 [±5].
3. Board edge tolerance: ±0.3 [±10].
1. To get the specified scale, select 100% in print settings.
2. Drill location tolerance: ±0.1 [±0.005].
3. Board edge tolerance: ±0.3 [±0.01].
1. Grid lines indicate 2.54 mm [100 mil] spacing.
2. To get the specified scale, select 100% in print settings.
3. Drill location tolerance: ±0.1 [±5].
4. Board edge tolerance: ±0.3 [±10].